MRVERICK

MATERIAL HANDLING

MVT3518 / MVT1258 58 ft

5,500 kg / 12,120 Ib Telehandler

High-reach material handling platform with quick-change attachment system

17.6 m

Maximum lift height

Specification Imperial Metric
Max. Lift Capacity 12,120 Ib 5,500 kg
l Max. Lift Height 58 ft 17,600 mm
I I I ' Length without / with forks 20.87 1 25.49 ft 6,360/ 7,770 mm
‘ A 4 Width 8.23 ft 2,510 mm
v Height 8.69 ft 2,650 mm
Reach at Max. Height 4.79 ft 1,460 mm
Max. Forward Reach 4398 ft 13,100 mm
. Operating Weight 32,860 Ib 14,905 kg
Ground Clearance 1.48 ft 450 mm
Outside Turning Radius 1411 ft 4,300 mm
Drive Speed 21.75 mph 35 km/h
Gradeability (laden) 45% 45%
Engine Cummins F 3.8 Cummins F 3.8
Emission Norm Euro V Euro V
Rated Power 134 hp 100 kW
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Max. Torque

Transmission

406 |b-ft @ 1,500 rpm

Hydrostatic Drive

950 Nm @ 1,500 rpm

Hydrostatic Drive

Driving 4xd 4xd

Steering 2WS, Crab Steer, 4WS 2WS, Crab Steer, 4WS
Tires 17.5-25 17.5-25

Fuel Tank Capacity 33 gal 150 L
Hydraulic Tank Capacity 39.59 gal 180 L
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Mn VEHI:K MVTS5518 / MVT1258 Load Charts - Imperial and Metric

MATERIAL HANDLING

LOAD CHARTS

Original load chart graphics preserved and enlarged for clearer viewing. Values shown in Ib/kg and ft/m as provided in the source chart.
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Always confirm the applicable capacity, attachment, outrigger position and site conditions before lifting. Refer to the operator manual and machine rating plate for final operating limits.
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MRVERICK Attachment System

MATERIAL HANDLING

QUICK-CHANGE ATTACHMENT SYSTEM

Configured to support fast attachment changeover for multiple jobsite applications.
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Professional application coverage

® Fork carriage

General material handling and palletized loads

Fork carriage Bucket ® Bucket
Bulk materials and site cleanup
® Hook / jib
Suspended loads within rated chart limits
:
- ® Work platform
Elevated access where permitted by local regulations
Hook / jib Work platform

® Quick coupler

Fast changes between attachments to improve utilization

Maverick Material Handling
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Quick coupler
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